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Terms and Conditions 

Payment Terms  
Net 30 Days. 

1 1/2% interest charge per month may be assessed against invoices not paid within 30 days.  American Fire Hose & 
Cabinet accepts all major credit cards. 
 

Taxes 
All prices and quotations are subject to local, federal, and state taxes where applicable. 
 

Freight  
F.O.B. shipping point with no freight allowances. 
 

Catalog Specifications  
American Fire Hose & Cabinet has the right to substitute material and/or change the design or other specifications, 
as shown and illustrated in any of our printed text, without accountability to purchasers. 
 

Damages  
If the purchaser receives damaged merchandise, the purchaser must notify American Fire Hose & Cabinet within  
10 business days.  Damaged merchandise may be returned upon thorough examination. 
 
Returned Goods 
American Fire Hose & Cabinet will accept returned merchandise in its original condition minus a 20% restocking fee 
and any shipping charges as long as merchandise is returned within 90 days from date of invoice.  Merchandise 
may not be returned for credit without the prior approval of American Fire Hose & Cabinet.  We cannot accept    
custom ordered merchandise.  Credit will apply to future purchases only. 
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VALVES 

AMERICAN FIRE HOSE & CABINET (TEL 800-252-7570, FAX 800-752-1291) 4 

Sizes 

1.5” F NPT x M NST 
1.5” F NPT x M NPSH 
1.5” F NPT x F NPT 
2.5” F NPT x M NST 
2.5” F NPT x F NPT 

Angle Hose Valve 
Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Model 

VAL411 (F x M) 
VAL412 (F x F) 
 
· Specify size and 

finish 

Model 

VAL431 (F x M) 
VAL432 (F x F) 
VAL432S (straight) 
 
· Specify size and 

finish 

· Straight type in 
2.5” size only 

Sizes 

1.5” F NPT x M NST 
1.5” F NPT x F NPT 
2.5” F NPT x M NST 
2.5” F NPT x F NPT 
�

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome�

Pressure Reducing Valve (Factory Set) 

Model 

VAL421 (F x M) 
VAL422 (F x F) 
 
· Specify size and 

finish 

�

Sizes 

1.5” F NPT x M NST 
1.5” F NPT x F NPT 
2.5” F NPT x M NST 
2.5” F NPT x F NPT�

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome�

Pressure Restricting Valve 

Pressure Reducing Valve (Field Adjustable) 
Model 

VAL441 (F x M) 
VAL442 (F x F) 
VAL442S (straight) 

· Specify finish 

· Straight type 
available 

Sizes 

2.5” F NPT x M NST 
2.5” F NPT x F NPT 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Optional Accessories 

Reducer 

327 

Cap & Chain 

310 

· Optional accessories 
include Reducers and 
Caps & Chains 

· Please see page 17 for 
further details on all 
accessories �

Hose Valves 
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VALVES 

Straight Globe Valve 
Model 

VAL451 

· Specify size 

Sizes 

1.5” F NPT x M NST 
2.5” F NPT x M NST 
1.5” F NPT x F NPT 
2.5” F NPT x F NPT 
 

Finishes 

Rough Brass 

Hydrant Gate Valve (175 PSI Rated) 
Finishes 

Rough Brass 
Red Enamel 

Model 

VAL05116C  
(Crank handle) 

VAL05116     
(Hand wheel) 

Sizes 

2.5” F NST x M NST 
(Swivel Inlet) 

Features 

· Rubber seal 

· Non-rising stem 

· Hand wheel available 

Hydrant Gate Valve (300 PSI Rated) 
Model 

VAL078 

Sizes 

2.5” F NST x M NST 
(Swivel Inlet) 

Finishes 

Rough Brass 

Features 

· Metal to metal seal 

· Non-rising stem 

Wedge Disc Gate Valve 
Model 

VAL53 

· Specify size 

Sizes 

2.5” F NPT x M NST 
3” F NPT x M NST 
 

Finishes 

Rough Brass 

Features 

· Wedge disc                
w/ tapered seats 

· Non-rising stem 

· Includes cap & chain 

Gate / Globe Valves 
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ADAPTERS 

Double Male Adapters  
· Brass is standard 
· Aluminum available upon request 

Male NPT x Male NPSH 

Part Numbers 

Sizes 

3/4” x 3/4” GHT 

1” x 3/4” GHT 

1” x 1” 

1” x 1.5” 

1.5” x 1” 

1.5” x 1.5” 

1.5” x 2” 

2” x 1.5” 

2” x 2” 

2” x 2.5” 

2.5” x 2” 

2.5” x 2.5” 

2.5” x 3” 

3” x 2.5” 

3” x 3” 

4” x 4” 

6” x 6” 

A34M2-34MGH 

A1M2-34MGH 

A1M2-1M3 

A1M2-15M3 

A15M2-1M3 

A15M2-15M3 

A15M2-2M3 

A2M2-15M3 

A2M2-2M3 

A2M2-25M3 

A25M2-2M3 

A25M2-25M3 

A25M2-3M3 

A3M2-25M3 

A3M2-3M3 

A4M2-4M3 

A6M2-6M3 

Male NST x Male NST 

Sizes 1.5” x 1.5” 

1.5” x 2.5” 

2.5” x 2.5” 

2.5” x 3” 

A15M1-15M1 

A25M1-15M1 

A25M1-25M1 

A3M1-25M1 

Male NST x Male NPSH 
Sizes Part Numbers 

3/4” x 3/4” GHT 

1.5” x 1.5” 

A34MGH-34MGH 

A15M1-15M3 

Part Numbers 

Male NPT x Male NST 
Sizes Part Numbers 

3/4” x 1.5” 

1” x 1” 

1” x 1.5” 

1” x 2.5” 

1.5” x 1” 

1.5” x 1.5” 

1.5” x 2.5” 

2” x 1.5” 

2” x 2.5” 

2.5” x 1.5” 

2.5” x 2.5” 

2.5” x 3” 

3” x 2.5” 

3” x 3” 

4” x 4” 

4” x 4.5” 

5” x 5” 

6” x 4.5” 

6” x 6” 

A34M2-15M1 

A1M2-1M1 

A1M2-15M1 

A1M2-25M1 

A15M2-1M1 

A15M2-15M1 

A15M2-25M1 

A2M2-15M1 

A2M2-25M1 

A25M2-15M1 

A25M2-25M1 

A25M2-3M1 

A3M2-25M1 

A3M2-3M1 

A4M2-4M1 

A4M2-45M1 

A5M2-5M1 

A6M2-45M1 

A6M2-6M1 

Male NPT x Male NPT 
Sizes 

Part Numbers 

1.5” x 1.5” 

2.5” x 2.5” 

2.5” x 3” 

A15M2-15M2 

A25M2-25M2 

A3M2-25M2 
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ADAPTERS 

Female x Male Adapters 
· Brass is standard 

· Aluminum available upon request 

AMERICAN FIRE HOSE & CABINET (TEL 800-252-7570, FAX 800-752-1291) 7 

Female NST x Male GHT 
Sizes Part Numbers 

1.5” x 3/4” 

2.5” x 3/4” 

A15F1-34MGH 

A25F1-34MGH 

Female NST x Male NPSH 
Sizes Part Numbers 

1.5” x 1” 

1.5” x 1.5” 

2.5” x 1” 

2.5” x 1.5” (*) 
2.5” x 2” 

2.5” x 2.5” 

2.5” x 3” 

A15F1-1M3 

A15F1-15M3 

A25F1-1M3 

327-3 
A25F1-2M3 

A25F1-25M3 

A25F1-3M3 

Female NST x Male NPT 
Sizes Part Numbers 

1” x 1” 

1.5” x 3/4” 

1.5” x 1.5” 

1.5” x 2” 

1.5” x 2.5” 

2.5” x 3/4” 

2.5” x 1” 

2.5” x 1.5” 

2.5” x 2” 

2.5” x 2.5” 

2.5” x 3” 

3” x 2.5” 

3” x 3” 

4” x 4” 

4.5” x 4” 

A1F1-1M2 

A15F1-34M2 

A15F1-15M2 

A15F1-2M2 

A15F1-25M2 

A25F1-34M2 

A25F1-1M2 

327-2RBA 

A25F1-2M2 

A25F1-25M2 

A25F1-3M2 

A3F1-25M2 

A3F1-3M2 

A4F1-4M2 

A45F1-4M2 

Fem NPSH x Male NPSH 
Sizes Part Numbers 

1.5” x 1” 

2” x 1.5”�

A15F3-1M3 

A2F3-15M3 

Female NST x Male NST 
Sizes Part Numbers 

1.5” x 1” 

1.5” x 1.5” 

1.5” x 2.5” 

1.5” x 3” 

2” x 2.5” 

2.5” x 1” 

2.5” x 1.5” (*) 

2.5” x 2” 

2.5” x 2.5” 

2.5” x 3” 

3” x 1.5” 

3” x 2.5” 

4” x 2.5” 

4.5” x 2.5” 

A15F1-1M1 

A15F1-15M1 

A15F1-25M1 

A15F1-3M1 

A2F1-25M1 

A25F1-1M1 

327-1 

A25F1-2M1 

A25F1-25M1 

A25F1-3M1 

A3F1-15M1 

A3F1-25M1 

A4F1-25M1 

A45F1-25M1 

Female NPSH x Male NST 
Sizes Part Numbers 

1” x 3/4” GHT 

1.5” x 3/4” GHT 

1.5” x 1.5” 

2” X 1.5” 

2” X 2.5” 

2.5” X 2.5” 

3” X 2.5” 

A1F3-34MGH 

A15F3-34MGH 

A15F3-15M1 

A2F3-15M1 

A2F3-25M1 

A25F3-25M1 

A3F3-25M1 

Female NPSH x Male NPT 
Sizes Part Numbers 

3/4” GHT x 3/4” 

3/4” GHT x 1” 

1.5” x 1” 

1.5” x 1.5” 

2.5” x 2.5” 

3” x 2.5” 

A34FGH-34M2 

A34FGH-1M2 

A15F3-1M2 

A15F3-15M2 

A25F3-25M2 

A3F3-25M2 

Note: Items marked (*) available in Rough Brass, Po lished Brass, Chrome 
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ADAPTERS 
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Female x Male Adapters 
· Brass is standard 

· Aluminum available upon request 

Swivel Adapters 
· Brass is standard 

· Aluminum available upon request 

Female NST x Female NPT 
Sizes Part Numbers 

Female NST x Male NPT 
Sizes Part Numbers 

1.5” x 1.5” 

2.5” x 1.5” 

2.5” x 2” 

2.5” x 2.5” (*) 
2.5” x 3” 

3” x 3” 

A15FSW1-15F2 

A25FSW1-15F2 

A25FSW1-2F2 

160 
A25FSW1-3F2 

A3FSW1-3F2 

1.5” x 1.5” 

2.5” x 1.5” 

2.5” x 2” 

2.5” x 2.5” 

2.5” x 3” 

A15FSW1-15M2 

A25FSW1-15M2 

A25FSW1-2M2 

A25FSW1-25M2 

A25FSW1-3M2 

Female NST x Female NST 
Sizes Part Numbers 

1.5” x 1.5” 

2.5” x 2.5” 

AFSW151-151R 

AFSW251-251 

Female NPSH x Male NPT 
Sizes Part Numbers 

1.5” x 1.5” 

2.5” x 2.5” 

1.5” x 1.5” NST 

A15FSW3-15M2 

A25FSW3-25M2 

A15FSW3-15M1 

Note: Items marked (*) available in Rough Brass, Po lished Brass, Chrome 

Female NPT x Male NPSH 
Sizes Part Numbers 

3/4” x 3/4” GHT 

1” x 3/4” GHT 

1” x 1” 

1.5” x 1.5” 

2” x 2” 

2.5” x 2.5” 

A34F2-34MGH 

A1F2-34MGH 

A1F2-1M3 

A15F2-15M3 

A2F2-2M3 

A25F2-25M3 

Female NPT x Male NPT 
Sizes Part Numbers 

1.5” x 2.5” 

3” x 2.5” 

A15F2-25M2 

A3F2-25M2 

Female NPT x Male NST 
Sizes Part Numbers 

1” x 1” 

1” x 1.5” 

1.5” x 1.5” 

1.5” x 2.5” 

1.5” x 3” 

2” x 1.5” 

2” x 2.5” 

2.5” x 2.5” 

3” x 2.5” 

3” x 3” 

4” x 2.5” 

4” x 4” 

4” x 4.5” 

4” x 5” 

6” x 6” 

A1F2-1M1 

A1F2-15M1 

A15F2-15M1 

A15F2-25M1 

A15F2-3M1 

A2F2-15M1 

A2F2-25M1 

A25F2-25M1 

A3F2-25M1 

A3F2-3M1 

A4F2-25M1 

A4F2-4M1 

A4F2-45M1 

A4F2-5M1 

A6F2-6M1 
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ADAPTERS 

Cam & Groove Adapters 
· Aluminum is standard 

· Stainless Steel, Brass, Polypropylene available upon request 

· Note: 8” available only in aluminum 

Male Groove x Hose Shank 
Model 

Part E 

Sizes 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

3” 
4” 
5” 
6” 
8” 

Male Groove x Male NPT 

Dust Plug 

Model 

Part F 

Sizes 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

3” 
4” 
5” 
6” 

3” 
4” 
5” 
6” 
 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

Sizes 

Dust Cap 
Sizes 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

3” 
4” 
5” 
6” 
8” 

Model 

Part DP �

Model 

Part DC �

Male Groove x Female NPT 

Female Cam x Male NPT 

Model 

Part A 3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

3” 
4” 
5” 
6” 
8” 

Sizes 

Model 

Part C 

Sizes 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

3” 
4” 
5” 
6” 
8” 

Female Cam x Hose Shank 

Model 

Part B 

Sizes 

3” 
4” 
5” 
6” 
 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

Female Cam x Female NPT 
Model 

Part D 

Sizes 

3/4” 
1” 
1.25” 
1.5” 
2” 
2.5” 

3” 
4” 
5” 
6” 
8” 
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FIRE DEPARTMENT CONNECTIONS 
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Exposed & Free Standing Siamese FDC’s 

Single Clapper, Straight 
Model 

FDC221 

· Specify single 
clapper 

Sizes 

4” F NPT x 2.5” F NST 

Finishes 

Rough Brass 

Model 

FDC221 

· Specify double 
clapper 

Sizes 

4” F NPT x 2.5” F NST 
6” F NPT x 2.5” F NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Double Clapper, Straight 

Single Clapper, 90 Degree 
Model 

FDC222 

· Specify single 
clapper 

Sizes 

4” F NPT x 2.5” F NST 

Finishes 

Rough Brass 

Triple Clapper, Straight 
Model 

FDC231 

Sizes 

4” F NPT x 2.5” F NST 
6” F NPT x 2.5” F NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Double Clapper, 90 Degree 
Model 

FDC222 

· Specify double 
clapper 

Sizes 

4” F NPT x 2.5” F NST 
6” F NPT x 2.5” F NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Double Clapper, 90 Degree 
Model 

FDC232 

Sizes 

6” F NPT x 2.5” F NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

1. Choose appropriate 
FDC type 

2. Specify size and finish 

3. Choose Components 
(optional) 

How to Order 

Optional Components 

Sleeve 

SLEEVE 

Plug & Chain 

311 

 Escutcheon 

 590 

Please see page 17 for 
full list of components �
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Flush Siamese FDC’s 

FDC121 

FDC123 

FDC132 

FDC122 

1. Choose appropriate 
FDC type 

2. Specify size 

3. Choose Components 
(optional) 

Two Way, Double Clapper 
Model 

FDC121 

Sizes 

4” F NPT x 2.5” F 
6” F NPT x 2.5” F 

Outlet Location 

Back 

Model 

FDC122 

Sizes 

4” F NPT x 2.5” F 
6” F NPT x 2.5” F 

Outlet Location 

Bottom 

Model 

FDC123 

Sizes 

4” F NPT x 2.5” F 

Outlet Location 

Top 

Three Way, Triple Clapper 
Model 

FDC131 

Sizes 

6” F NPT x 2.5” F 

Outlet Location 

Back 

Model 

FDC132 

Sizes 

6” F NPT x 2.5” F 

Outlet Location 

Bottom 

Model 

FDC133 

Sizes 

6” F NPT x 2.5” F 

Outlet Location 

Top 

Example of Back Outlet 

Example of Top Outlet 

FIRE DEPARTMENT CONNECTIONS 

Optional Components 

 Plug & Chain 

 311 

Escutcheon 

ESCH 

 Swivel Snoot 

 160 

Please see page 17 for 
full list of components �

How to Order 
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FIRE DEPARTMENT CONNECTIONS 

Single FDC’s 

· 1.5” Single FDC’s are always sold as a complete uni t with Plug & Chain 

· 2.5” Single FDC’s are sold per component 

1.5” Brass Single FDC 
Model 

FDC111-01 

Size 

1.5” F NPT x 1.5” F NST Swivel 

1.5” Aluminum Single FDC 
Model 

FDC111-02 

Size 

1.5” F NPT x 1.5” F NPSH Swivel 

2.5” Single FDC Components 

Model 

311 

· Specify finish 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Plug & Chain 

Model 

160 

· Specify finish 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Swivel Snoot 

2.5” Escutcheon Plate 

Model 

24209 

· Specify finish 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Complete 2.5” 



�

FIRE DEPARTMENT CONNECTIONS 
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4-Way Siamese FDC’s 

· 4-Way FDC’s are typically furnished complete with E scutcheon Plate, 
Clappered Snoots, and Plugs & Chains 

· Specify Finish and Lettering 

· Component parts available separately upon request 

Flush Mount, Horizontal 
Model 

Straight Body 
FDC141H 
90° Body 
FDC142H 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Autosprinkler 
Standpipe 
Standpipe & Autospkr 

· Both Straight and 90 Degree Body Styles available 

Flush Mount, Vertical 
Model 

Straight Body 
FDC141V 

90° Body 
FDC142V 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Autosprinkler 
Standpipe 
Standpipe & Autospkr 

· Both Straight and 90 Degree Body Styles available 

Flush Mount, Square 
Model 

FDC142S 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Autosprinkler 
Standpipe 
Standpipe & Autospkr 

· Available with 90 Degree Body Style only 

Free Standing 
Model 

FDC242 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Autosprinkler 
Standpipe 
Standpipe & Autospkr 

· Available in Square Configuration only 
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FIRE DEPARTMENT CONNECTIONS 
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Exposed & Free Standing Hydrant / Pump Test Conn. /  Roof Manifold 

Sleeve 

SLEEVE 

Escutcheon 

590 

Angle Valve 

U25 

Gate Valve 
(Swivel) 

VAL078 

 Cap & Chain 

 31025 

Gate Valve 
(Rigid) 

VAL53 

Optional Components 

1. Choose appropriate 
Connection type 

2. Specify size and finish 

3. Choose Components 
(optional) 

How to Order 

Two Way, 90 Degree 
Model 

RM222 

Sizes 

4” F NPT x 2.5” M NPT 
6” F NPT x 2.5” M NPT 
4” F NPT x 2.5” M NST 
6” F NPT x 2.5” M NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Three Way, 90 Degree 
Model 

PT232 

Sizes 

6” F NPT x 2.5” M NPT 
6” F NPT x 2.5” M NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Three Way, Straight 
Model 

RM231 

Sizes 

6” F NPT x 2.5” M NPT 
6” F NPT x 2.5” M NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Two Way, Straight 
Model 

RM221 

Sizes 

4” F NPT x 2.5” M NPT 
6” F NPT x 2.5” M NPT 
4” F NPT x 2.5” M NST 
6” F NPT x 2.5” M NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Please see page 17 for 
full list of component 
parts 

Valves available on pages 
4 - 5�
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Flush Hydrant / Pump Test Connections 

Two Way 
Model 

PT121 

Sizes 

4” F NPT x 2.5” F 
6” F NPT x 2.5” F 

Inlet Location 

Back 

Model 

PT122 

Sizes 

4” F NPT x 2.5” F 
6” F NPT x 2.5” F 

Inlet Location 

Bottom / Top 
· Body is reversible 

Three Way 
Model 

PT131 

Sizes 

4” F NPT x 2.5” F 
6” F NPT x 2.5” F 

Outlet Location 

Back 

Model 

PT132 

Sizes 

6” F NPT x 2.5” F 

Outlet Location 

Bottom / Top 
· Body is reversible 

Valve Control 
Model 

164VC 

· Specify 
finish 

Valve control for use with exposed straight 
and all flush mount wall hydrant / pump test 
connections. 

· Furnished with cap & chain, escutcheon, 
and 7/8” square x 24” long steel extension 
rod for attaching to stem of gate valve. 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Tee Handle 
Model 

480 

For use with model # 164VC Valve Control 

Escutcheon 

ESCH 

Male Adapter 

163A 

 Cap & Chain 

 31025 

Gate Valve 
(Rigid) 

VAL53 

Gate Valve 
(Swivel) 

VAL078 

Optional Components 

Please see page 17 for 
full list of component 
parts 

Valves available on pages 
4 - 5�

1. Choose appropriate 
Connection type 

2. Specify size 

3. Choose Components 
(optional) 

How to Order 
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Single Wall Hydrant Connection 

· Single Wall Hydrant 
Connections are 
typically furnished 
complete with    
Escutcheon Plate, 
Male Adapter, and 
Cap & Chain 

· Component parts 
available separately 
upon request 

2.5” Single Wall Hydrant 
Model 

WH111 

· Specify size 
and finish 

Sizes 

2.5” F NPT x 2.5” M NST 
3” F NPT x 2.5” M NST 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome�

Lettering 

Wall Hydrant�

4-Way Hydrant / Pump Test Connections 

Flush Mount, Horizontal 
Model 

Straight Body 
PT141H 
90° Body 
PT142H 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Hydrant 
Pump Test Conn. 

Free Standing 
Model 

PT242 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Hydrant 
Pump Test Conn. 

· Available in Square Configuration only 

· Both Straight and 90 Degree Body Styles available 

Flush Mount, Vertical 
Model 

Straight Body 
PT141V 
90° Body 
PT142V 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Hydrant 
Pump Test Conn. 

· Both Straight and 90 Degree Body Styles available 

Flush Mount, Square 

Model 

PT142S 

Size 

6” F NPT x 2.5” 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Hydrant 
Pump Test Conn. 

· Available with 90 Degree Body Style only 

· 4-Way Hydrants 
and Pump Test 
Connections are 
typically furnished 
complete with    
Escutcheon Plate, 
Male Adapters, and 
Caps & Chains 

· Specify Finish and 
Lettering 

· Component parts 
available separately 
upon request 
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Round Single Hole Escutcheon Plate 
Model 

24209 (2½”) 

590 (4”, 6”) 

Finishes 

Red Aluminum 
Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Standpipe 
Auto Sprinkler 
Standpipe & Auto Spkr 
Pump Test Conn. 
Dry Standpipe 
Wall Hydrant 

Rectangular Multi Hole Escutcheon Plate 
Model 

ESCH 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Lettering 

Standpipe 
Auto Sprinkler 
Standpipe & Auto Spkr 
Pump Test Conn. 
Hydrant 

Styles 

2-Way 
3-Way 
4-Way Horizontal 
4-Way Vertical 
4-Way Square 2-Way 

FDC and Hose Valve Components / Accessories 

Male Hex Adapter 
Model 

163A 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Sizes 

2.5” x 2.5” 
3” x 2.5” 
 

Plug & Chain 
Model 

311 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 
Plastic (Lexan) 

Sizes 

1.5” NST 
2.5” NST 

Cap & Chain 
Model 

310 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 
Plastic (Lexan) 

Sizes 

1.5” NST 
1.5” NPSH 
2.5” NST 

Reducer 
Model 

327 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 
Plastic (Lexan) 

Sizes 

2.5” x 1.5” NST 
2.5” x 1.5” NPSH 

Sleeve 
Model 

SLEEVE 

Finishes 

Aluminum (4” only) 
Rough Brass 
Polished Brass 
Polished Chrome 

Sizes 

4” x 18” 
6” x 18” 

Easy Off Cap / Adjust-A-Plug 
Model 

313 

Finishes 

Aluminum 
Plastic (Lexan) 

· Protective 
plug for swivel 
connections 
up to 2.5” 

Breakable Cap 
Model 

BRKCAP 

Finishes 

Aluminum 
Plastic (Lexan) 

· Fits 2.5” 
swivels with 
pin lugs 

Swivel Snoot 
Model 

160 

Finishes 

Rough Brass 
Polished Brass 
Polished Chrome 

Sizes 

2.5” x 2.5” 
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Storz x Rigid Female Thread 
Model 

SZ 

· Specify 
size 

Size Chart 

Storz 
1.5” 2” 2.5” 3” 3.5” 4” 4.5” 5” 6” 

2.5”   �  �       

3”   �  �       

4” �  �  �  �  �  �  �  �  �  

5”  �  �  �  �  �  �  �  �  

6”      �  �  �  �  

Thread 

30° Storz x Swivel Female Thread 
Model 

SZ30 

· Specify 
size 

Size Chart 

Storz 

Thread 
2.5” 3” 3.5” 4” 4.5” 5” 6” 

4” �  �  �  �  �  �  �  

5” �  �  �  �  �  �  �  

6”    �   �  �  

90° Storz x Rigid Female Thread 
Model 

SZ90 

· Specify 
size 

Size Chart 

Storz 

Thread 
4” 6” 

2.5” �   

3” �   

4” �  �  

5” �  �  

6”  �  

· All Storz Connections are typically 
furnished with cap & chain  

· Finishes include Silver Powder Coat, 
Red Powder Coat, Polished Chrome  

· Other Powder Coat colors available 
upon request  

· Types not shown here include: Storz x 
Male Thread, Storz x Storz, 120° Storz  

Optional Components 

Sleeve 

SLEEVE 

Escutcheon 

590 

· Please see page 17 for all component parts  
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SIAMESE STORZ - DRY HYDRANTS 

Single Clapper Siamese Storz 
Model 

SZ11 

· Specify 
size 

Sizes 

4” Storz x 2.5” x 2.5” 
5” Storz x 2.5” x 2.5” 

· Other sizes available 
upon request 

Finishes 

Red Powder Coat 
Polished Chrome 

Double Clapper Siamese Storz 
Model 

SZ4 (4”) 

SZ5 (5”) 

Sizes 

4” Storz x 2.5” x 2.5” 
5” Storz x 2.5” x 2.5” 

· Other sizes available 
upon request 

Finishes 

Red Powder Coat 
Polished Chrome 

· All Siamese Storz are typically furnished 
with Plugs & Chains 

Siamese Storz Connections 

Dry Hydrants 

Male Dry Hydrants 
Model 

DHM 

· Specify size 
and elbow 
angle 

Sizes 

4.5” NST 
5” NST 
6” NST 

Elbow 

90° Angle 
45° Angle 
180° Straight 
No PVC 

· Dry Hydrants are typically furnished complete with PVC 
Elbow, and Caps & Chains or Plugs & Chains  

Storz Dry Hydrants 
Model 

DHSZ 

· Specify size 
and elbow 
angle 

Sizes 

4.5” NST 
5” NST 
6” NST 

Elbow 

90° Angle 
45° Angle 
180° Straight 
No PVC 

Female Dry Hydrants 
Model 

DHF 

· Specify size 
and elbow 
angle 

Sizes 

4.5” NST 
5” NST 
6” NST 

Elbow 

90° Angle 
45° Angle 
180° Straight 
No PVC 

90 Degree 45 Degree 180 Degree No PVC 

180 Degree No PVC 45 Degree 90 Degree 

90 Degree 

· See page 20 for list of Dry 
Hydrant Accessories 
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DRY HYDRANT ACCESSORIES 

Dry Hydrant Strainers 

Horizontal PVC Strainer w/ Flushing Cover 
Model 

STRAINER 

Sizes 

6” 
8” 

Barrel Strainer 
Model 

STRAINBAR 

Sizes 

2.5” 
3” 
4” 
4.5” 
5” 
6” 

Shallow Water Tear Drop Style Strainer 
Model 

STRAINERTDS6 

Size 

6” 

Dry Hydrant Strainer Support Clamp 

Strainer Support Clamp 
Model 

STRAINCLAMP 

Sizes 

6” 
8” 

Reflective Dry Hydrant Sign 

Reflective Sign 
Model 

DRYHYDSIGN 

Size 

12” W x 18” H 

· Various types of Strainers available upon request 
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HOSE 

Fire Hose 

Single Jacket Fire Hose - 500 PSI Test 
Model 

HSE-SJ 

· Specify diameter, 
coupling size, 
and length 

Diameter 

1.5” 
1.75” 
2” 
2.5” 
3” 

Coupling Size 

1.5” NST or NPSH 
2” NST or NPSH 
2.5” NST or NPSH 
3” NST or NPSH 

Double Jacket Fire Hose - 800 PSI Test 
Model 

HSE-DJ 

· Specify diameter, 
coupling size, 
and length 

Diameter 

1.5” 
1.75” 
2” 
2.5” 
3” 

Coupling Size 

1.5” NST or NPSH 
2” NST or NPSH 
2.5” NST or NPSH 
3” NST or NPSH 

· Standard lengths = 25’, 50’, 100’ 

· Other Lengths available upon request 

Rack Hose 

Lightweight Rack Hose - 500 PSI Test 
Model 

HSE-RH 

· Specify size and 
thread type 

Sizes 

1.5” x 50’ 
1.5” x 75’ 
1.5” x 100’ 

Thread Type 

NST 
NPSH 

· For use in Hose Rack Assembly (page 22)  

Industrial Type Hose 

Mill Hose - 250 PSI Test 
Model 

HSE-MH 

· Specify diameter, 
coupling size, and 
length 

Diameter 

1.5” 
2” 
2.5” 
3” 

Coupling Size 

1.5” NST or NPSH 
2” NST or NPSH 
2.5” NST or NPSH 
3” NST or NPSH 

Hard Rubber Hose - 200 PSI Test 
Model 

HSE-HR 

· Specify diameter, 
coupling size, and 
length 

Diameter 

3/4” 
1” 
1.5” 

Coupling Size 

3/4” GHT 
1” NST or NPSH 
1.5” NST or NPSH 
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Hose Rack Assembly 

· Both 1.5” and 2.5” Hose Rack Assemblies are sold pe r component  

Brass Reducer (see page 17) 

Model 

327 

Sizes 

2.5” F NST x 1.5” M NST 
2.5” F NST x 1.5” M NPSH 

· For use with 2.5” Hose Rack Assembly only 

Lightweight Rack Hose (see page 21) 

Model 

HSE-RH 

· Specify size and 
thread type 

Sizes 

1.5” x 50’ 
1.5” x 75’ 
1.5” x 100’ 

Thread Type 

NST 
NPSH 

Fog Nozzle 
Model 

1575 

Sizes 

1.5” NST 
1.5” NPSH 

Finishes 

Red Lexan 
Brass 

Brass Rack Nipple 
Model 

RACKNIP15 (1.5”) 

RACKNIP25 (2.5”) 

Sizes 

1.5” M NPT x 1.5” M NST 
1.5” M NPT x 1.5” M NPSH 
2.5” M NPT x 2.5” M NST 

Angle Hose Valve (see page 4) 

Model 

VAL411 

· Specify size 

Sizes 

1.5” F NPT x 1.5” F NPT 
2.5” F NPT x 2.5” F NPT 

Pin Style Hose Rack 
Model 

RACK15 (1.5”) 

RACK25 (2.5”) 

· Designed for rack 
hose up to 100’ in 
length 

· Red enamel finish 

Sizes 

1.5” 
2.5” 
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CABINETS 

How to Order 
1. Choose cabinet Size 

2. Choose desired Trim Style 

3. Choose desired Door Style 

4. Choose desired Options 

Extinguisher / Hose / Valve Cabinets 

General Box Specifications 
All standard recessed and semi-recessed cabinets and surface 
mounted cabinets are steel, with white baked enamel door, trim, 
and box.  Surface mounted cabinets with aluminum door and trim 
have a box constructed of anodized aluminum.  Surface mounted 
cabinets with stainless steel door and trim have a box constructed 
of 304 stainless steel with #4 finish. 

Cabinet Door Styles 

Full Glass 

Horizontal Duo 

Vertical Duo 

Solid 

Cabinet Options 
· Fire - Rated 
· Aluminum Door & Trim 
· Stainless Steel Door & Trim 
· Custom Colors 
· Die-cut Lettering 
· Larsen Style Door Lock 
· Institutional Style Door Lock 

Valve Cabinets 
Model 

VC 

Standard Sizes 

18” H x 18” W x 8” D 
26” H x 26” W x 8” D 
36” H x 16” W x 8” D 
40” H x 16” W x 8” D 

Trim Style 

Recessed 
Semi-recessed 
Surface Mounted 

Fire Hose Cabinets 
Model 

HC 

Standard Sizes 

30” H x 24” W x 8” D 
30” H x 30” W x 8” D 
32” H x 32” W x 8” D 
34” H x 24” W x 8” D 
34” H x 26” W x 8” D 
34” H x 32” W x 8” D 
38” H x 24” W x 8” D 
38” H x 26” W x 8” D 
38” H x 32” W x 8” D 
42” H x 26” W x 8” D 
42” H x 32” W x 8” D 

Trim Style 

Recessed 
Semi-recessed 
Surface Mounted 

Fire Extinguisher Cabinets 
Model 

EC 

Standard Sizes 

24” H x 9” W x 5” D 
24” H x 9” W x 6” D 
27” H x 12” W x 8” D 
27” H x 20” W x 8” D 
32” H x 16” W x 8” D 
36” H x 12” W x 8” D 

Trim Style 

Recessed 
Semi-recessed 
Surface Mounted 

Note: Custom sizes available for larger quantities  
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ACCESS DOORS 

General Purpose Access Doors 

Access Door - Standard 
Model 

ACC-GP 

· Specify size 

Sizes 

6” x 6” 
8” x 8” 
10” x 10” 
12” x 12” 
12” x 18” 
12” x 24” 
14” x 14” 

16” x 16” 
16” x 24” 
18” x 18” 
18” x 24” 
18” x 36” 
20” x 20” 
20” x 24” 

20” x 30” 
22” x 22” 
22” x 24” 
22” x 30” 
22” x 36” 
24” x 24” 
24” x 30” 

24” x 36” 
24” x 48” 
30” x 30” 
30” x 36” 
36” x 36” 
36” x 48” 
48” x 48” 

Access Door w/ Drywall Bead 
Model 

ACC-DW 

· Specify size 

Sizes 

8” x 8” 
10” x 10” 
12” x 12” 
14” x 14” 

16” x 16” 
18” x 18” 
22” x 22” 
22” x 30” 

22” x 36” 
24” x 24” 
24” x 36” 
24” x 48” 

30” x 30” 
30” x 36” 
36” x 36” 

Access Door Recessed for Drywall 
Model 

ACC-RDW 

· Specify size 

Sizes 

12” x 12” 
12” x 24” 

16” x 16” 
18” x 18” 
 

24” x 24” 
 
 

24” x 36” 

Fire Rated Access Doors 

Fire Rated Access Door - Standard 
Model 

ACC-FR 

· Specify size 

Sizes 

12” x 12” 
12” x 24” 

16” x 16” 
18” x 18” 
 

24” x 24” 
 
 

24” x 36” 

Fire Rated Access Door w/ Drywall Bead 
Model 

ACC-DWFR 

· Specify size 

Sizes 

12” x 12” 
12” x 24” 

16” x 16” 
18” x 18” 
 

24” x 24” 
 
 

24” x 36” 
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BACKFLOW PREVENTERS 

Shown with Groove x Groove body 
and Butterfly Valves 

Double Check Backflow 
Model 

BFP 

· Specify size 

· Specify valve 

· Specify   
connection 

Sizes 

2.5” 
3” 
4” 
6” 
8” 
10” 
12” 

Valve Type 

None 
OS & Y Valve 
Butterfly Valve 

Connection Type 

Flange x Flange 
Flange x Groove 
Groove x Groove 

· Detector Assembly optional 
· ‘N’ Pattern optional 

Reduced Pressure Backflow 
Model 

BFP 

· Specify size 

· Specify valve 

· Specify   
connection 

Sizes 

2.5” 
3” 
4” 
6” 
8” 
10” 
12” 

Valve Type 

None 
OS & Y Valve 
Butterfly Valve 

Connection Type 

Flange x Flange 
Flange x Groove 
Groove x Groove 

· Detector Assembly optional 
· ‘N’ Pattern optional 

How to Order 
1. Specify Backflow size 

2. Specify Backflow type (Double Check or Reduced P ressure) 

3. Specify valve type 

4. Specify connection type (For sizes 2.5” and up o nly) 

5. Specify whether or not Detector Assembly is nece ssary 

6. Specify pattern (Normal pattern or ‘N’ pattern) 

Shown with Flange x Flange body 
and OS & Y Valves 

Small Backflow 
Model 

BFP 

· Specify size 

· Specify valve 

· Double Check 
or Reduced 
Pressure 

Sizes 

3/4” 
1” 
1.25” 
1.5” 
2” 

Valve Type 

None 
Ball Valve 
OS & Y Valve 
 

Connection Type 

Threaded NPT only 

· Detector Assembly optional in 2” 
Dbl Check with OS & Y valves only 

· Backflow repair parts are also available.  Please c all for details. 

Shown with Ball Valves 
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MISCELLANEOUS 

Playpipes Monitors / Water Cannons 

Pitot Test Kits Gauges 

Fog Nozzles Hose Reels 

Clappered Snoots Spanner Wrenches 

26 AMERICAN FIRE HOSE & CABINET (TEL 800-252-7570, FAX 800-752-1291) 

· Most of our miscellaneous items have several differ ent options 

· Please call for details 



�

THREAD SPECIFICATIONS 

Size O.D. TPI 

3/4” 1.0353 14 

1” 1.2951 11.5 

1.25” 1.6399 11.5 

1.5” 1.8788 11.5 

2” 2.3528 11.5 

2.5” 2.8460 8 

3” 3.4700 8 

3.5” 3.9700 8 

4” 4.4700 8 

4.5” 4.9700 8 

National Pipe Straight Hose (NPSH) 

Size O.D. TPI 

3/4” 1.3750 8 

1” 1.3750 8 

1.5” 1.9900 9 

2” 2.5156 8 

2.5” 3.0686 7.5 

3.5” 4.2439 6 

4” 5.0000 4 

4.5” 5.7609 4 

5” 6.2600 4 

6” 7.0250 4 

3” 3.6239 6 

1.25” 1.6718 9 

National Hose Thread (NST) 

Size O.D. TPI 

1” 1.6600 8 

1.5” 2.1000 8 

2” 2.5300 8 

2.5” 3.0300 8 

3” 3.6300 8 

3.5” 4.0700 8 

4” 4.6100 8 

4.5 5.8000 4 

New York City Fire Dept. Thread 

Size O.D. TPI 

1.5” 2.0930 11 

2” 2.5470 11 

2.5” 3.0000 8 

New York Corporation Thread 

Size O.D. TPI 

1.5” 2.1875 12 

Underwriter Tip Thread 

Size O.D. TPI 

2.5” 3.0625 8 

Buffalo, NY Thread 

Size O.D. TPI 

2.5” 3.0625 6 

Pittsburg, PA Thread 

Size O.D. TPI 

1/4” 1.0781 11 

1” 1.4219 11 

1.25” 1.6875 11.5 

1.5” 2.1250 11 

2” 2.6719 7.5 

2.5” 3.0000 8 

Eastern Hose Thread 

Size O.D. TPI 

2.5” 3.0580 6 

Cincinnati, Ohio Thread 

Size O.D. TPI 

2.5” 3.0000 8 

Toledo, Ohio Thread 

Size O.D. TPI 

2.5” 3.0781 8 

Cleveland, Ohio Thread Size  O.D. TPI 

1.5” 1.8788 11.5 

2.5” 3.1250 5 

Canadian Standards Assoc. Thread 

Size O.D. TPI 

2.5” 3.125 7.5 

Detroit, Michigan Thread 

Threading Information 
Abbreviation System Name Notes 

GHT 

IPS 

IPT 

NH or NST 

NPT 

NPSH 

SIPT 

TIPT 

Garden Hose Thread 

Iron Pipe Straight Thread 

Iron Pipe Thread 

Nat’l Hose or Nat’l Standard Thread 

National Pipe Tapered 

National Pipe Straight Hose 

Straight Iron Pipe Thread 

Tapered Iron Pipe Thread 

Generic name for NPSH 

Generic name for all pipe thread 

Generic name for NPSH 

Generic name for NPT 
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